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STEAM TRAP MONITORING SYSTEM, INSULATION AND PIPING UPGRADES
STEAM TRAP DRAWING TRAP | REMOVE | REPAIR STEAM/ mwm_%\_ _MWU_U_.MMM SERVICE REPIPE RELOCATE | REMOVABLE
. . NO WORK TRAP HARD PIPE
TRAP TAG LOCATION REFERENCE NO. | AREA ﬁwwm mwwm TRAP me _w__m__w\_mo & 1pIN mwﬁ__m_m/_,\\_Mw: COND REMARKS REQUIRED | MONmOR | REPLACE/ | TRAP& | CONDENSATE TRAP %_,__ﬂ_umzmm VACUUM | STRAINER Onmv__“_w/mﬂ_w_wwm TRAPSTO | INSULATION | 083" 5__ i MISC.
NO. LOCATION REPAIR PIPING LEAK DEDUCT BREAKERS OUTSIDE AHUS JACKETS
DEDUCT ALT PIPE
ALT NO. 1
NO. 2
) STEAM TRAP OK. WHEN WORN, REPAIR WITH TUNSTALL #3FP-SA-15 FACE PLATE REPAIR KIT. EXISTING VACUUM BREAKER TIED INTO
286 MECH. ROOM #D-20 AC-3 PRE-HEAT STEAM COIL 3-B-1 1 F 1 11/4" SPIRAX FT-15 15M | STEAM COIL OK | CONDENSATE LINE, INSTALL TUNSTALL 3/4" STEAM SERVICE VACUUM BREAKER OPEN TO ATMOSPHERE. INSPECTED 7/25/12. X
287 MECH. ROOM #D-20 AC-3 DRIP TRAP 3-B-1 1 B 1 3/4" SPIRAX B1H-125 15M mqmwm_w\_zz OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/25/12. X
. STEAM TRAP IS OK, BUT SHOWS SOME WEAR. WHEN WORN, REPAIR WITH TUNSTALL #3FP-SA-15 FACE PLATE REPAIR KIT. REMOVE
288 MECH. ROOM #D-20 AC-12 STEAM COIL 3-B-1 1 F 5 |11/4" SPIRAX FT-15 15M | STEAM coiL OK [ D T s A b ame arcAR, WIHE! X X
289 MECH. ROOM #D-20 AC-2 STEAM SUPPLY DRIP 3-B-1 1 B 5 3/4" SPIRAX B1H-125 15 mqmw_,m\____w\_zz BT  |REPAIR DEFECTIVE (NEW TRAP) WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/25/12. X
290 MECH. ROOM #D-20 AC-2 STEAM COIL 3-B-1 1 F 1 11/2" ARMSTRONG 15-B6 15M | STEAM colL CO  |REMOVED DISCONNECTED FOR NEW CONSTRUCTION. INSPECTED 7/25/12. X
204 __,m\_wo_,_\_L_. RM. D-20 NEW CHILLED WATER CORRIDOR 3-B-1 1 F 12 |34" NICHOLSON FTN-30 25 wqmw_,m\____w\_zz OK | STEAM TRAP IS OK). WHEN WORN, REPAIR WITH TUNSTALL #1FP-SA-30 FACE PLATE REPAIR KIT. INSPECTED 7/25/12. X
] STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL #1FP-SA-30 FACE PLATE REPAIR KIT. ELEVATED CONDENSATE. 2 FT. OF 3/4" BARE
297 MECH. RM. D-20 DRIP TRAP 3-B-1 1 F 2 | 3/4" SPIRAXFT-30 25 DRIP TRAP OK |25 PSIG STEAM PIPE BY-PASS LINE SHOULD BE INSULATED FOR SAFETY. INSPECTED 7/25/12 X
STEAM TRAP IS COLD OUT OF SERVICE. STEAM TRAP IS TILTED, SHOULD STRAIGHTEN. WHEN WORN, REPAIR WITH TUNSTALL #2FP-DB-15
303 MECH. RM. BE-260 HVAC-32 AC-4 HUMIDIFIER DRIP 3-B-3 3 F 1 1" B&J 40215-4 15 | HUMIDIFIER co  |FACE PLATE REPAIR KIT. SHOULD RELOCATE STEAM TRAP OUTSIDE OF AHU FOR EASE OF MAINTENANCE. POSSIBLE BAD CONTROL VALVE. X X X
(INSIDE UNIT) DRIP
INSPECTED 7/26/12.
STEAM TRAP IS COLD OUT OF SERVICE. STEAM TRAP IS TILTED, SHOULD STRAIGHTEN. WHEN WORN, REPAIR WITH TUNSTALL #2FP-DB-15
304 MECH. RM. BE-260 HVAC-32 AC-4 HUMIDIFIER DRIP 3-B-3 3 F 1 1" B&J 40215-4 10 | HUMIDIFIER CO  |FACE PLATE REPAIR KIT. SHOULD RELOCATE STEAM TRAP OUTSIDE OF AHU FOR EASE OF MAINTENANCE. POSSIBLE BAD CONTROL VALVE. X X X
(INSIDE UNIT) DRIP
INSPECTED 7/26/12.
MECH. RM. BE-260 PUMPING TRAP AC-35 STEAM ) PUMPING TRAP OK. WHEN WORN, REPAIR PUMPING TRAP WITH SPIRAX 1 X 1 REPAIR KIT. HAS HOFEMAN 75 AIR VENT, LEAKING, REMOVE
305 colL 3-B-3 3 P 1 1" SPIRAX PPEC 10 [ PUMPINGTRAP | OKILK | A\r VENT. AC-35 STEAM COIL HAS STEAM SERVICE VACUUM BREAKER AT COIL OUTLET, OK. IMSPECTED 7/26/12. X X
306 ﬂmmwwﬂ_w,\_. 02 PRV DRIP BY DUCT AT WALL ABOVE 3-B-2 2 B 12 |314" sPIRAX B1H-125 20 DRIP TRAP OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 8/8/12. N
307 Fo L MECH. RML107L.P. DRIP ABOVE PUMPS BY 3-1-4 4 B 8 |3/4" SPIRAX B1H-125 10 DRIP TRAP OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/26/12. X
308 1ST FL. MECH. RM. 107 1SF2 AHU HUMIDIFIER 3-1-4 4 B 5 3/4" SPIRAX B1H-125 10 _L_c_,m__w__m_mx OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/26/12. X
— 200 /ST FLMECH. RM. 107 HUMIDIFIER MANIFOLD DRIP 514 . 5 A 5/4" SPIRAX B1H-125 0 _L_c_,m_m__w_mm o w\w_wn_,m\_ TRAP IS COLD OUT OF SERVICE. (NEW TRAP) IF REQUIRED, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED «
STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #5RK-SA-15 STEAM TRAP REPAIR KIT. HAS COMBINATION 1/2"
310 “M >m L.MECH. RM. 107 GLYCOL HEAT EXCHANGER 3-1-4 4 F 3 2" SPIRAX FT-15 10M mxo_u__w/ﬁ_mmm OK/LK | VS-204 AND SWING CHECK IN REVERSE IN SHELL AS VACUUM BREAKER , LEAKS STEAM. REMOVE SWING CHECK VALVE AND INSTALL X X NOTE 1
TUNSTALL VB-1/2 STEAM SERVICE VACUUM BREAKER. INSPECTED 7/26/12.
STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #5RK-SA-15 STEAM TRAP REPAIR KIT. HAS COMBINATION 1/2"
311 1STFL. MECH. RM. 107 GLYCOL HEAT EXCHANGER 3-1-4 4 F 4 | 2" SPIRAXFT-15 10M HEAT OK | VS-204 AND SWING CHECK IN REVERSE IN SHELL AS VACUUM BREAKER - INSTALL TUNSTALL VB-1/2 STEAM SERVICE VACUUM BREAKER. X NOTE 1
1C3 - 2C EXCHANGER
INSPECTED 7/26/12.
2ND FLOOR 2G-2041 FAN ROOM DRIP ABOVE ] STEAM MAIN STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPLACE WITH 1/2" SPIRAX B1H-125 OR 1/2" ARMSTRONG #811-125 INVERTED
312 ENTRANCE 3-2-4 4 D 9 | 1/2" SPIRAXTD-52L 10 DRIP CO | BUCKET STEAM TRAP. INSPECTED 7/26/12. X X
STEAM TRAP OK. WHEN WORN REPAIR STEAM TRAP WITH TUNSTALL #4RK-SA-15 STEAM TRAP REPAIR KIT. CHECK VALVE IS TIED INTO
313 mwwmmﬂmqunwm_ﬂﬂwﬂwwNﬂmﬁwm STEAM COIL AC 328 8 F 4 |11 sPIRAX FT-15 14M | sTEAM colL OK/LK |RETURN, LEAKS STEAM. SHOULD REPLACE WITH TUNSTALL VB-3/4 STEAM SERVICE VACUUM BREAKER, OPEN TO ATMOSPHERE. (AHU X X X
- MUST BE TURNED OFF TO GET TO THE BACK OF THE UNIT). INSPECTED 7/26/12.
STEAM TRAP OK. WHEN WORN REPAIR STEAM TRAP WITH TUNSTALL #4RK-SA-15 STEAM TRAP REPAIR KIT. CHECK VALVE IS TIED INTO
314 mwwmwﬂw_drnwm_ﬁwﬂmmwwﬂmﬂwm STEAM COIL AC 328 8 F 2 |11 sPIRAX FT-15 14M | STEAM colL OK/LK |RETURN, LEAKS STEAM. SHOULD REPLACE WITH TUNSTALL VB-3/4 STEAM SERVICE VACUUM BREAKER, OPEN TO ATMOSPHERE. (AHU X X
- MUST BE TURNED OFF TO GET TO THE BACK OF THE UNIT). INSPECTED 7/26/12.
RESEARCH PENTHOUSE 3440-A LP. AC-25 END OF ] STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. STEAM TRAP OUTLET DIE-ELECTRIC
315 MAIN DRIP 3-2-8 8 B 12 | 3/4" SPIRAXB1H-125 14 DRIP TRAP OKILK 1 NION LEAK STEAM, REPLACE WITH REGULAR UNION. INSPECTED 7/26/12. X X
316 RESEARCH PENTHOUSE AC-25 UNIT HEATER 3.2-8 8 F 12 |3/4" SPIRAX FT-30 14 | UNIT HEATER OK | STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL #1FP-SA-30 FACE PLATE REPAIR KIT. INSPECTED 7/27/12. X
] 2ND FLOOR 2C-2041 FAN ROOM AC-15 SUPPLY DRIP ] STEAM MAIN STEAM TRAP IS COLD OUT OF SERVICE (NEW TRAP). IF REQUIRED, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. (MUST CRAWL TO
317 iy 3-2-5 5 B 10 |3/4" SPIRAX B1H-125 10 o CO | QLT TO TRAP), INSPECTED 7/26/12. X X
218 2ND FLOOR 2C-2041 AT HALLWAY DOOR BACK OF 2o . 5 o |34 PROFICIENT 0 | STEAMMAN ok | STEAM TRAP IS OK. WHEN WORN, REPLACE WITH 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET STEAM TRAP. «
AC-15 TECHNOLOGIES TGEBB2 DRIP INSPECTED 7/26/12.
2ND FLOOR RM. 2004 AHU-14 PRV STATION L.P. ] STEAM MAIN STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. 2 1/2" PRV AND SRV VALVES LEAK
319 DRIP 3-2-4 4 B 5 3/4" SPIRAX B1H-125 10 DRIP OK/LK | STEAM, REPAIR VALVES. HAS COPPER DISCHARGE PIPING. INSPECTED 7/26/12. X X X
) STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL #2FP-WM-FT35 FACE PLATE REPAIR KIT. NO VACUUM BREAKER, NEED TO
320 2ND FLOOR RM. 2004 AHU-14 STEAM COIL 3-2-4 4 F 2 |1 WATSON MCD. FT-35 10M | STEAM COIL OK | INSTALL TUNSTALL VB-3/4 STEAM SERVICE VACUUM BREAKER. (MUST USE LADDER AND THEN CRAWL UNDER UNIT TO GET TO TRAP). X
BASEMENT STAIRWELL #1 EQUIPMENT RM. K-16 ] STEAM MAIN STEAM TRAP IS OK. WHEN WORN, REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET TRAP.
321 L.P. DRIP AFTER STEAM PRV AT WALL 3-B-1 1 B 6 | 3/4"NICHOLSON 81 10 DRIP OK | INSPECTED 8/1/12. X X
s21A 1ST FLOOR RM K-102 (BETWEEN K102 & K103) 11 A ; s |12 NICHOLSON N-200 0 | STERILZER ok | STEAMTRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #TCNI-2104 STEAM TRAP REPAIR CAPSULE. NEW TAG. INSPECTED «
STEAM STERILIZER 8/1/12.
322 BASEMENT K07 CART WASHER HEAT EXCHANGER 3-B-1 1 B 2 |3/4" SPIRAX B1H-125 70M mxo_u__wﬁ_mmm OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 8/1/12. X
323 BASEMENT K05 EQUIPMENT RM. PRV DRIP 3-B-1 1 B 3 3/4" SPIRAX B1H-125 70 mqmwm___w\_zz OK STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 8/1/12. X X
STEAM TRAP IS OK, SHOWS SOME WEAR. WHEN WORN, REPAIR WITH TUNSTALL #TCWM-TT125-REA STEAM TRAP CAPSULE REPAIR KIT
324 m_wwmmmxwm_m K05 EQUIPMENT RM. CASTLE MLC 3533 3-B-1 1 T 3 |1/2" WATSON MCD. TT125A 70 | STERILIZER OK | WITH NEW COVER AND GASKET. COMPLAINT OF WET STEAM SHOULD INSTALL 1" VERTICAL SEPARATOR WITH COALESCER FILTER IN X NOTE 2
STEAM SUPPLY LINE. INSPECTED 8/1/12.
— STEAM TRAP IS OK, SHOWS SOME WEAR. WHEN WORN, REPAIR WITH TUNSTALL #TCWM-TT125-REA STEAM TRAP CAPSULE REPAIR KIT
325 m_wwm%mem__M K05 EQUIPMENT RM. CASTLE MLC 3533 3-B-1 1 T 3 |1/2" WATSON MCD. TT125A 70 | STERILIZER OK | WITH NEW COVER AND GASKET. COMPLAINT OF WET STEAM SHOULD INSTALL 1" VERTICAL SEPARATOR WITH COALESCER FILTER IN X NOTE 2
STEAM SUPPLY LINE. INSPECTED 8/1/12.
BASEMENT K05 EQUIPMENT RM. CASTLE MODEL ] STEAM TRAP OK. WHEN WORN, REPLACE STEAM TRAP WITH 1/2" TUNSTALL TACP-1/2-A THERMOSTATIC STEAM TRAP. 6 FT OF 3/4" BARE 70
326 233HC STERILIZER 3-8-1 1 T 2 172" SPIRAX TS25A 70 | STERILIZER OK' | psIG STEAM PIPE NEEDS INSULATION. INSPECTED 8/1/12. X
BASEMENT K05 EQUIPMENT RM. CASTLE MODEL ] STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. 6 FT OF 3/4" BARE 70 PSIG STEAM PIPE
327 233HC STERILIZER 3-B-1 1 B 2 1/2" SPIRAX B1H-125 70M | STERILIZER OK | NEEDS INSULATION. INSPECTED 8/1/12. X
) STEAM TRAP IS OK. WHEN WORN, REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR ARMSTRONG 3/4" 811-125 INVERTED BUCKET TRAP. NO
328 BASEMENT K-14 CART WASHER HEAT EXCHANGER 3-B-1 1 D 2 3/4" WATSON WD-600 60M | STERILIZER OK | VACUUM BREAKER, SHOULD INSTALL INSTALL TUNSTALL VB-3/4 STEAM SERVICE VACUUM BREAKER. INSPECTED 8/1/12. X X
329 wmw_wémrr #5 MAIN PENTHOUSE UNIT HEATER BY 3-PH-2 2 F 14 |3/4" SPIRAX FT-15 10 | UNIT HEATER OK  |STEAM TRAP OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #1FP-SA-15 FACE PLATE REPAIR KIT. INSPECTED 7/31/12. X
330 STAIRWELL #5 MAIN PENTHOUSE SUPPLY DRIP 3-PH-2 2 B 20 | 3/4" SPIRAX B1H-125 10 mqmwm_w\_zz OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/31/12. X
331 STAIRWELL #5 MAIN PENTHOUSE IFB STEAM COIL 3-PH-2 2 B 20 |3/4" SPIRAX B1H-125 10 | STEAMMAIN LK | (NEw TRAP) REPAIR DEFECTIVE STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/31/12. X
SUPPLY DRIP AC-18S DRIP
230 STAIRWELL #5 MAIN PENTHOUSE IFB STEAM COIL S PH2 , 5 s |54 ARMSTRONG 850 o | STEAMMAN ok | STEAM TRAP OK. WHEN WORN, REPAIR WITH ARMSTRONG #3380 PCA REPAIR KIT, 1/8" ORIFICE AND BODY GASKET. STEAM TRAP INSTALLED <
SUPPLY DRIP AC-18S INSIDE AHU -PH- DRIP INSIDE AC18, SHOULD RELOCATE OUTSIDE UNIT FOR EASE OF MAINT. INSPECTED 7/31/12.
533 STAIRWELL #5 MAIN PENTHOUSE IFB STEAM COIL S PH2 X 5 6 |54 ARMSTRONG 850 o | sTEAMMAN co | STEAM TRAP COLD OUT OF SERVICE. WHEN WORN, REPAIR WITH ARMSTRONG #3380 PCA REPAIR KIT, 1/8" ORIFICE AND BODY GASKET. y y «
SUPPLY DRIP AC-18N INSIDE AHU -PH- DRIP STEAM TRAP INSTALLED INSIDE AC18, SHOULD RELOCATE OUTSIDE UNIT FOR EASE OF MAINT. INSPECTED 7/31/12.
STEAM TRAP IS COLD OUT OF SERVICE, POSSIBLY NOT IN USE. IF REQUIRED, REPLACE WITH 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG
STAIRWELL #5 MAIN PENTHOUSE HUMIDIFIER 3/4" PROFICIENT HUMIDIFIER ‘ :
334 S oD o e o 3-PH-2 2 0 2 [ R e acAs 10 | oo AEoLD co | #811-125 INVERTED BUCKET STEAM TRAP. STEAM TRAP INSTALLED INSIDE AC18, SHOULD RELOCATE OUTSIDE UNIT FOR EASE OF MAINT. X X X X
INSPECTED 7/31/12.
STEAM TRAP IS COLD OUT OF SERVICE, POSSIBLY NOT IN USE. IF REQUIRED, REPLACE WITH 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG
STAIRWELL #5 MAIN PENTHOUSE HUMIDIFIER 3/4" PROFICIENT HUMIDIFIER ) :
335 e Sneiodica Wil e 3-PH-2 2 0 4 o o TaGAss (I CcO | #811-125 INVERTED BUCKET STEAM TRAP. STEAM TRAP INSTALLED INSIDE AC17, SHOULD RELOCATE OUTSIDE UNIT FOR EASE OF MAINT. X X X
INSPECTED 7/31/12.
NOTES:
COLUMN REFERENCE NOTES:
1. CORRECT PIPING AS NOTED IN REMARKS COLUMN. @ FURNISH AND INSTALL AN ACOUSTIC WIRELESS STEAM TRAP MONITORING SENSOR PER SPECIFICATIONS.
2. SEE DWG. 4-01 FOR DETAIL OF STEAM SEPARATOR. ® FURNISH AND INSTALL NEW Y-STRAINERS BETWEEN SHUT-OFE VALVE AND INLET TO STEAM TRAP.
@ REPLACE OR REPAIR STEAM TRAP IN ACCORDANCE WITH DESCRIPTION IN REMARKS COLUMN.
© REPIPE ELEVATED CONDENSATE PIPING AT LOCATIONS NOTED. SEE DETAILS ON DRAWINGS { 3-PH-4 | 4-02 | 4-03 | 4-04 | 4-05 }
@ REMOVE STEAM TRAP AND ALL ABANDONED CONDENSATE PIPING TO A POINT WHERE THE CONDENSATE LINE IS LIVE. CAP.
@ NO WORK REQUIRED
@ REPAIR STEAM/CONDENSATE LEAK IN ACCORCANGCE WITH DESCRIPTION IN REMARKS COLUMN.
NO WORK REQUIRED
® COLD STEAM TRAPS: REPAIR THE VALVES, CONTROLS ETC. AS DESCRIBED IN THE REMARKS COLUMN. INVESTIGATE AND DETERMINE THE REASON FOR ANY OTHER NON-FUNCTIONING STEAM TRAP Q
THAT WERE FOUND TO BE COLD. FIX ALL ITEMS FOUND TO BE NEEDING REPAIR. (FOR PURPOSES OF THIS BID ASSUME THE CONTROL VALVES REQUIRE REPAIR OR REPLACEMENT.) DEDUCT ALTERNATE @ NO WORK REQUIRED
NO. 1. ® MISCELLANEOUS
©® REPLACE THE EXISTING COPPER PIPING WITH NEW STEEL PIPE AND REPLACE THE EXISTING DIELECTRIC UNIONS AND NIPPLES WITH EQUIVALENT SIZES. SEE THE REMARKS COLUMN FOR REQUIRED
WORK. SEE THE SPECIFICATIONS FOR THE REQUIRED MATERIALS AND FITTINGS. INSULATE ALL NEW & EXISTING BARE PIPE. DEDUCT ALTERNATE NO. 2.
% FURNISH AND INSTALL NEW STEAM VACUUM BREAKERS IN ACCORDANCE WITH THE REMARKS COLUMN.
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